2005 Existing AM

1: O'Connell Blvd & Chiles Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % 4 ul % Ts % Ts % Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 13 13 16 12 16 12 12 12 12 12 12 12

Storage Length (ft) 78 110 136 0 140 0 135 0

Storage Lanes 1 1 1 0 1 0 1 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1829 1925 1794 1770 1957 0 1770 1785 0 1770 1841 0

FIt Permitted 0.649 0.658 0.548 0.441

Satd. Flow (perm) 1249 1925 1794 1226 1957 0 1018 1785 0 821 1841 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 79 65 35 6

Link Speed (mph) 30 30 20 20

Link Distance (ft) 467 1369 1191 1158

Travel Time (s) 10.6 31.1 40.6 39.5

Volume (vph) 9 99 62 78 38 48 30 170 60 73 196 11

Confl. Peds. (#/hr) 3 3

Peak Hour Factor 056 073 0.78 0.81 053 071 050 069 063 0.87 0.84 0.69

Lane Group Flow (vph) 16 136 79 96 140 0 60 341 0 84 249 0

Turn Type pm+pt Free pm+pt Perm Perm

Protected Phases 5 2 1 6 8 4

Permitted Phases 2 Free 6 8 4

Total Split (s) 18.0 18.0 0.0 18.0 18.0 0.0 30.0 30.0 0.0 30.0 30.0 0.0

Act Effct Green (s) 19.0 10.7 484 209 117 16.1  16.1 16.1 16.1

Actuated g/C Ratio 039 022 1.00 043 0.24 0.33 0.33 0.33 0.33

v/c Ratio 0.03 032 0.04 0.15 0.27 0.18 0.55 0.31 0.40

Control Delay 8.1 197 0.0 83 11.2 134 15.8 16.0 14.6

Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Total Delay 8.1 197 0.0 83 11.2 134 15.8 16.0 14.6

LOS A B A A B B B B B

Approach Delay 12.2 10.0 15.5 15.0

Approach LOS B A B B

Queue Length 50th (ft) 2 30 0 12 16 11 65 17 49

Queue Length 95th (ft) 7 68 0 36 25 19 99 48 101

Internal Link Dist (ft) 387 1289 1111 1078

Turn Bay Length (ft) 78 110 136 140 135

Base Capacity (vph) 698 528 1794 697 607 458 823 369 832

Starvation Cap Reductn 0 0 0 0 0 0 0 0 0

Spillback Cap Reductn 0 0 0 0 0 0 0 0 0

Storage Cap Reductn 0 0 0 0 0 0 0 0 0

Reduced v/c Ratio 0.02 0.26 0.04 0.14 0.23 0.13 0.41 0.23 0.30

Intersection Summary

Area Type: Other

Cycle Length: 66

Actuated Cycle Length: 48.4
Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7

Gannett Fleming, Inc.

Synchro 6 Report



2005 Existing AM

1: O'Connell Blvd & Chiles Ave 9/20/2005
Maximum v/c Ratio: 0.55

Intersection Signal Delay: 13.6 Intersection LOS: B

Intersection Capacity Utilization 41.9% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases: 1: O'Connell Blvd & Chiles Ave

1f'.d-rsl'l —* 2 l o4
[ ] [ ]

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

2: Ellis St & Chiles Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % Ts % 4 ul s s

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 10 12 12 10 12 14 12 16 12 12 16 12

Storage Length (ft) 60 0 116 116 0 0 0 0

Storage Lanes 1 0 1 1 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1652 1716 0 1652 1863 1689 0 2050 0 0 2073 0

FIt Permitted 0.950 0.950 0.993 0.993

Satd. Flow (perm) 1652 1716 0 1652 1863 1689 0 2050 0 0 2073 0

Link Speed (mph) 30 30 20 20

Link Distance (ft) 678 1349 1049 1191

Travel Time (s) 15.4 30.7 35.8 40.6

Volume (vph) 9 29 26 15 36 48 41 227 49 40 303 24

Confl. Peds. (#/hr) 5 22 22 5 5 1 1 5

Peak Hour Factor 045 091 072 075 053 075 079 081 0.77 059 0.87 067

Lane Group Flow (vph) 20 68 0 20 68 64 0 396 0 0 452 0

Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 42.1% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

3: Nelson Blvd & Chiles Ave 9/20/2005
A ey ¢ ANt 2 M4
Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations % 4 ul % Ts % Ts % 4 ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 13 12 12 12 13 13 12 11 12 12
Storage Length (ft) 140 200 140 0 175 0 110 110
Storage Lanes 1 1 1 0 1 0 1 1
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Leading Detector (ft) 50 50 50 50 50 50 50 50 50 50
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 1770 1863 1636 1770 1835 0 1829 1915 0 1711 1863 1583
FIt Permitted 0.731 0.728 0.370 0.558
Satd. Flow (perm) 1362 1863 1600 1354 1835 0 702 1915 0 1005 1863 1468
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 85 4 5 96
Link Speed (mph) 30 30 20 20
Link Distance (ft) 1549 583 2339 838
Travel Time (s) 35.2 13.3 79.7 28.6
Volume (vph) 99 12 60 7 10 2 89 285 5 1 223 69
Confl. Peds. (#/hr) 1 1 31 31
Peak Hour Factor 063 027 071 035 028 050 0.67 088 042 025 0.82 0.72
Lane Group Flow (vph) 157 44 85 20 40 0 133 336 0 4 272 96
Turn Type Perm Perm Perm pm+pt Perm Perm
Protected Phases 4 8 5 2 6
Permitted Phases 4 4 8 2 6 6
Total Split (s) 240 240 240 240 240 0.0 29.0 31.0 0.0 270 270 27.0
Act Effct Green (s) 132 132 132 132 132 28.9 28.9 154 154 154
Actuated g/C Ratio 026 026 0.26 0.26 0.26 0.57 0.57 0.31 031 0.31
v/c Ratio 044 0.09 0.18 0.06 0.08 0.22 0.31 0.01 048 0.19
Control Delay 211 159 58 16.0 14.8 6.5 6.8 14.0 184 5.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 211 159 58 16.0 14.8 6.5 6.8 14.0 184 5.1
LOS C B A B B A A B B A
Approach Delay 15.7 15.2 6.7 14.9
Approach LOS B B A B
Queue Length 50th (ft) 35 9 0 4 7 14 40 1 59 0
Queue Length 95th (ft) 65 10 16 8 8 31 99 2 131 16
Internal Link Dist (ft) 1469 503 2259 758
Turn Bay Length (ft) 140 200 140 175 110 110
Base Capacity (vph) 483 662 623 481 654 742 1362 404 749 647
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.33 0.07 0.14 0.04 0.06 0.18 0.25 0.01 0.36 0.15
Intersection Summary
Area Type: Other

Cycle Length: 80

Actuated Cycle Length: 50.3
Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7
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2005 Existing AM

3: Nelson Blvd & Chiles Ave 9/20/2005
Maximum v/c Ratio: 0.48

Intersection Signal Delay: 11.9 Intersection LOS: B

Intersection Capacity Utilization 45.8% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  3: Nelson Blvd & Chiles Ave

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

4: Chiles Ave & Prussman Blvd 9/20/2005
)y ox X
Lane Group SEL SER NEL NET SWT SWR
Lane Configurations % ul % 4 4 ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 13 12 12 12 12
Storage Length (ft) 125 0 145 140
Storage Lanes 1 1 1 1
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0
Leading Detector (ft) 50 50 50 50 50 50
Trailing Detector (ft) 0 0 0 0 0 0
Turning Speed (mph) 15 9 15 9
Satd. Flow (prot) 1770 1636 1770 1863 1863 1583
FIt Permitted 0.950 0.950
Satd. Flow (perm) 1770 1636 1770 1863 1863 1583
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 160 319
Link Speed (mph) 20 30 30
Link Distance (ft) 2339 913 303
Travel Time (s) 79.7 20.8 6.9
Volume (vph) 88 142 166 115 161 182
Peak Hour Factor 079 089 088 085 0.69 0.57
Lane Group Flow (vph) 111 160 189 135 233 319
Turn Type Perm  Prot Perm
Protected Phases 4 5 2 6
Permitted Phases 4 6
Total Split (s) 49.0 490 335 915 58.0 58.0
Act Effct Green (s) 128 128 122 314 150 15.0
Actuated g/C Ratio 024 024 023 0.60 0.29 0.29
v/c Ratio 026 031 046 0.12 044 047
Control Delay 20.4 6.2 219 46 18.9 4.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 20.4 6.2 219 46 18.9 4.9
LOS C A C A B A
Approach Delay 12.0 14.7 10.8
Approach LOS B B B
Queue Length 50th (ft) 26 0 46 14 55 0
Queue Length 95th (ft) 68 41 114 32 94 0
Internal Link Dist (ft) 2259 833 223
Turn Bay Length (ft) 125 145 140
Base Capacity (vph) 947 950 756 1507 1107 1070
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.12 017 025 0.09 0.21 0.30

Intersection Summary

Area Type: Other
Cycle Length: 140.5
Actuated Cycle Length: 52.4

Control Type: Actuated-Uncoordinated

Maximum v/c Ratio: 0.47

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

4: Chiles Ave & Prussman Blvd 9/20/2005
Intersection Signal Delay: 12.2 Intersection LOS: B
Intersection Capacity Utilization 36.0% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  4: Chiles Ave & Prussman Blvd
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM
5: Specker Ave &

9/20/2005

Ay AN

[ B 4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations s s iy ul s

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 12 16 12 12 12 12 12 12 12
Storage Length (ft) 0 0 0 0 0 50 0 0
Storage Lanes 0 0 0 0 0 1 0 0
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 1824 0 0 2040 0 0 1852 1583 0 1833 0
FIt Permitted 0.994 0.972 0.994 0.993

Satd. Flow (perm) 0 1824 0 0 2040 0 0 1852 1583 0 1833 0
Link Speed (mph) 30 30 30 30

Link Distance (ft) 541 236 1101 937

Travel Time (s) 12.3 5.4 25.0 21.3
Volume (vph) 2 17 2 42 24 2 4 36 24 6 37 2
Peak Hour Factor 050 061 050 0.75 067 050 050 060 050 0.75 0.77 0.50
Lane Group Flow (vph) 0 36 0 0 96 0 0 68 48 0 60 0
Sign Control Stop Stop Stop Stop
Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 24.2% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

6: O'Connell Blvd & Specker Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % Ts % 4 ul % 4 ul % Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 12 12 12 12 12 12 12 10 10 12 12

Storage Length (ft) 154 0 82 82 164 104 50 0

Storage Lanes 1 0 1 1 1 1 1 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1770 1802 0 1770 1863 1583 1770 1863 1478 1652 1848 0

FIt Permitted 0.329 0.501 0.705 0.667

Satd. Flow (perm) 612 1802 0 930 1863 1544 1313 1863 1478 1160 1848 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 7 9 267 2

Link Speed (mph) 30 30 30 30

Link Distance (ft) 1369 1746 1118 485

Travel Time (s) 31.1 39.7 25.4 11.0

Volume (vph) 9 154 36 184 180 10 76 52 203 21 56 4

Confl. Peds. (#/hr) 2 3 3 2

Peak Hour Factor 056 079 082 0.75 082 063 049 0.72 0.76 0.66 0.74 1.00

Lane Group Flow (vph) 16 239 0 245 220 16 155 72 267 32 80 0

Turn Type pm+pt pm+pt Perm pm+pt Free pm+pt

Protected Phases 7 4 3 8 5 2 1 6

Permitted Phases 4 8 8 2 Free 6

Total Split (s) 28.0 37.0 0.0 200 370 37.0 220 66.0 0.0 270 66.0 0.0

Act Effct Green (s) 209 16.5 285 269 269 295 265 67.7 231 19.1

Actuated g/C Ratio 0.28 0.24 041 040 040 042 039 100 0.31 0.28

v/c Ratio 0.06 0.54 047 030 0.03 025 0.10 0.18 0.08 0.15

Control Delay 146 294 16.3 161 106 157 20.0 0.3 163 26.6

Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Total Delay 146 294 16.3 161 106 157 20.0 0.3 163 26.6

LOS B C B B B B C A B C

Approach Delay 284 16.0 8.0 23.7

Approach LOS C B A C

Queue Length 50th (ft) 4 92 67 59 2 40 18 0 8 28

Queue Length 95th (ft) 9 153 100 127 10 50 50 0 20 63

Internal Link Dist (ft) 1289 1666 1038 405

Turn Bay Length (ft) 154 82 82 164 104 50

Base Capacity (vph) 527 828 571 875 730 612 1134 1478 530 1086

Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0

Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0

Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0

Reduced v/c Ratio 0.03 0.29 043 025 0.02 025 0.06 018 0.06 0.07

Intersection Summary

Area Type: Other

Cycle Length: 158

Actuated Cycle Length: 67.7
Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

6: O'Connell Blvd & Specker Ave 9/20/2005
Maximum v/c Ratio: 0.54

Intersection Signal Delay: 16.1 Intersection LOS: B

Intersection Capacity Utilization 43.3% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  6: O'Connell Blvd & Specker Ave
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2005 Existing AM

7: Ellis St & Specker Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % Ts % Ts % Ts % Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 10 12 12 10 12 12 10 12 12 10 12 12

Storage Length (ft) 70 0 70 0 60 0 60 0

Storage Lanes 1 0 1 0 1 0 1 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1652 1688 0 1652 1788 0 1652 1824 0 1652 1805 0

FIt Permitted 0.950 0.950 0.950 0.950

Satd. Flow (perm) 1652 1688 0 1652 1788 0 1652 1824 0 1652 1805 0

Link Speed (mph) 30 30 30 30

Link Distance (ft) 1349 1756 1593 1118

Travel Time (s) 30.7 39.9 36.2 25.4

Volume (vph) 16 16 40 48 49 14 110 256 45 7 200 38

Confl. Peds. (#/hr) 23 7 7 23 5 4 4 5

Peak Hour Factor 0.80 044 067 063 056 044 083 076 0.80 088 0.81 0.59

Lane Group Flow (vph) 20 96 0 76 120 0 133 393 0 8 311 0

Sign Control Stop Stop Stop Stop

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 41.1% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

8: Specker Ave & Prussman Blvd 9/20/2005
aal VI BEF N N U S A A et
Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR
Lane Configurations % 4 ul % Ts % Ts % 4 ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 14 14 14 10 11 12 12 13 12 11 12 12
Grade (%) 3% 0% 0% 0%
Storage Length (ft) 100 60 120 0 275 0 140 140
Storage Lanes 1 1 1 0 1 0 1 1
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Leading Detector (ft) 50 50 50 50 50 50 50 50 50 50
Trailing Detector (ft) 0 0 0 0 0 0 0 0 0 0
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 1859 1957 1664 1652 1763 0 1770 1777 0 1711 1863 1583
FIt Permitted 0.558 0.609 0.487 0.556
Satd. Flow (perm) 1092 1957 1612 1053 1763 0 906 1777 0 999 1863 1549
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 60 7 29 234
Link Speed (mph) 30 30 30 30
Link Distance (ft) 2089 640 1058 1725
Travel Time (s) 47.5 14.5 24.0 39.2
Volume (vph) 32 58 33 155 238 32 60 65 38 13 162 131
Confl. Peds. (#/hr) 6 6 1 2 2 1
Peak Hour Factor 067 066 055 078 090 073 063 081 059 065 0.65 0.55
Lane Group Flow (vph) 48 88 60 199 308 0 95 144 0 20 249 238
Turn Type pm-+pt Perm pm-+pt pm-+pt pm-+pt Perm
Protected Phases 1 6 5 2 7 4 3 8
Permitted Phases 6 6 2 4 8 8
Total Split (s) 20.5 420 420 345 420 0.0 16.5 48.0 0.0 195 480 48.0
Act Effct Green (s) 226 152 152 30.0 195 293 207 275 197 197
Actuated g/C Ratio 032 021 021 042 0.27 0.41 0.29 0.38 0.27 0.27
v/c Ratio 0.11 021 0.15 0.37 0.64 0.20 0.27 0.04 049 040
Control Delay 14.0 26.9 9.0 158 295 14.0 18.2 134 273 6.1
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 14.0 26.9 9.0 158 295 14.0 18.2 134 273 6.1
LOS B C A B C B B B C A
Approach Delay 18.3 24 .1 16.5 16.8
Approach LOS B C B B
Queue Length 50th (ft) 11 30 0 49 106 22 37 4 87 1
Queue Length 95th (ft) 26 60 8 100 231 41 83 14 134 0
Internal Link Dist (ft) 2009 560 978 1645
Turn Bay Length (ft) 100 60 120 275 140 140
Base Capacity (vph) 562 795 690 596 890 535 845 546 892 863
Starvation Cap Reductn 0 0 0 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0 0 0 0
Reduced v/c Ratio 0.09 011 0.09 0.33 0.35 0.18 0.17 0.04 0.28 0.28

Intersection Summary

Area Type: Other
Cycle Length: 144
Actuated Cycle Length: 71.7

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM
8: Specker Ave & Prussman Blvd 9/20/2005

Control Type: Actuated-Uncoordinated

Maximum v/c Ratio: 0.64

Intersection Signal Delay: 19.5 Intersection LOS: B
Intersection Capacity Utilization 51.2% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:  8: Specker Ave & Prussman Blvd

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

9: Specker Ave & Wetzel Ave 9/20/2005
— N ¢ T N
Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations Ts iy % ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 13 12 12 12 12 14
Storage Length (ft) 0 0 84 0
Storage Lanes 0 0 1 1
Turning Speed (mph) 9 15 15 9
Satd. Flow (prot) 1917 0 0 1855 1770 1689
FIt Permitted 0.996 0.950
Satd. Flow (perm) 1917 0 0 1855 1770 1689
Link Speed (mph) 30 30 30
Link Distance (ft) 291 1011 507
Travel Time (s) 6.6 23.0 11.5
Volume (vph) 92 1 21 364 1 13
Confl. Peds. (#/hr) 11 11 11
Peak Hour Factor 064 025 058 093 025 0.54
Lane Group Flow (vph) 148 0 0 427 4 24
Sign Control Free Free Stop

Intersection Summary

Area Type:

Other

Control Type: Unsignalized
Intersection Capacity Utilization 40.1%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report

T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

10: Specker Ave & Titus Blvd 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % Ts % 4 ul % Ts s

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Storage Length (ft) 90 0 58 58 130 0 0 0

Storage Lanes 1 0 1 1 1 0 0 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1770 1831 0 1770 1863 1583 1770 1654 0 0 1546 0

FIt Permitted 0.571 0.560 0.601 0.967

Satd. Flow (perm) 1040 1831 0 1043 1863 1502 1037 1654 0 0 1504 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 5 20 48 91

Link Speed (mph) 30 30 40 40

Link Distance (ft) 1011 458 1042 1102

Travel Time (s) 23.0 10.4 17.8 18.8

Volume (vph) 15 69 10 196 275 27 9 10 35 14 22 50

Confl. Peds. (#/hr) 28 28 76 76

Peak Hour Factor 047 056 063 0.75 088 068 075 063 073 070 0.69 045

Lane Group Flow (vph) 32 139 0 261 312 40 12 64 0 0 163 0

Turn Type pm-+pt pm-+pt Perm Perm Perm

Protected Phases 7 4 3 8 2 6

Permitted Phases 4 8 8 2 6

Total Split (s) 16.5 48.0 0.0 325 480 48.0 56.0 56.0 0.0 56.0 56.0 0.0

Act Effct Green (s) 196 129 25.0 157 157 126 126 12.6

Actuated g/C Ratio 042 0.27 053 033 0.33 0.27 0.27 0.27

v/c Ratio 0.06 0.28 0.37 050 0.08 0.04 0.13 0.35

Control Delay 5.7 157 71 158 7.7 148 7.9 10.2

Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Total Delay 5.7 157 71 158 7.7 148 7.9 10.2

LOS A B A B A B A B

Approach Delay 13.8 11.6 9.0 10.2

Approach LOS B B A B

Queue Length 50th (ft) 3 28 30 64 4 2 3 14

Queue Length 95th (ft) 6 42 53 128 13 11 15 37

Internal Link Dist (ft) 931 378 962 1022

Turn Bay Length (ft) 90 58 58 130

Base Capacity (vph) 665 1033 778 1224 994 624 1014 941

Starvation Cap Reductn 0 0 0 0 0 0 0 0

Spillback Cap Reductn 0 0 0 0 0 0 0 0

Storage Cap Reductn 0 0 0 0 0 0 0 0

Reduced v/c Ratio 0.05 0.13 0.34 0.25 0.04 0.02 0.06 0.17

Intersection Summary

Area Type: Other

Cycle Length: 136.5

Actuated Cycle Length: 47.2

Control Type: Actuated-Uncoordinated

Maximum v/c Ratio: 0.50

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

10: Specker Ave & Titus Blvd 9/20/2005
Intersection Signal Delay: 11.5 Intersection LOS: B
Intersection Capacity Utilization 38.9% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  10: Specker Ave & Titus Blvd
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

11: Specker Ave & Butts Rd 9/20/2005
— N ¢ T N
Lane Group EBT EBR WBL WBT NBL NBR
Lane Configurations Ts % 4 % ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 16 12 10 14 16 16
Storage Length (ft) 0 100 0 100
Storage Lanes 0 1 1 1
Turning Speed (mph) 9 15 15 9
Satd. Flow (prot) 2029 0 1652 1987 2006 1794
FIt Permitted 0.950 0.950
Satd. Flow (perm) 2029 0 1652 1987 2006 1794
Link Speed (mph) 30 30 40
Link Distance (ft) 458 2321 3036
Travel Time (s) 10.4 528 51.8
Volume (vph) 99 40 110 510 13 18
Peak Hour Factor 071 071 089 088 0.36 0.75
Lane Group Flow (vph) 195 0 124 580 36 24
Sign Control Free Free Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 36.8%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report

T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

12: O'Connell Blvd & Barkeley Ave 9/20/2005
A ey ¢ ANt 2 M4
Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations 41 % 4 44 ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 12 12 12 12 12 12 14 14 14
Storage Length (ft) 0 100 100 0 0 0 0 80
Storage Lanes 0 1 1 0 0 0 0 1
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Leading Detector (ft) 50 50 50 50 50 50
Trailing Detector (ft) 0 0 0 0 0 0
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 3415 0 1770 1863 0 0 0 0 0 3692 1689
FIt Permitted 0.453 0.978
Satd. Flow (perm) 0 3415 0 844 1863 0 0 0 0 0 3684 1689
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 87 399
Link Speed (mph) 30 30 30 30
Link Distance (ft) 1746 737 1020 390
Travel Time (s) 39.7 16.8 23.2 8.9
Volume (vph) 0 275 84 32 71 0 0 0 0 168 229 323
Confl. Peds. (#/hr) 7
Peak Hour Factor 1.00 0.76 0.75 073 058 025 1.00 1.00 1.00 0.72 0.80 0.81
Lane Group Flow (vph) 0 474 0 44 122 0 0 0 0 0 519 399
Turn Type Perm Perm Perm
Protected Phases 4 8 6
Permitted Phases 8 6 6
Total Split (s) 0.0 30.0 0.0 30.0 30.0 0.0 0.0 0.0 0.0 30.0 30.0 30.0
Act Effct Green (s) 12.9 129 129 146 14.6
Actuated g/C Ratio 0.36 0.36 0.36 041 0.41
v/c Ratio 0.37 0.14 0.18 0.34 043
Control Delay 8.2 10.1 9.4 8.0 2.7
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 8.2 10.1 9.4 8.0 2.7
LOS A B A A A
Approach Delay 8.2 9.6 5.7
Approach LOS A A A
Queue Length 50th (ft) 24 5 14 31 0
Queue Length 95th (ft) 50 18 28 55 23
Internal Link Dist (ft) 1666 657 940 310
Turn Bay Length (ft) 100 80
Base Capacity (vph) 1871 452 999 2044 1115
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.25 0.10 0.2 0.25 0.36
Intersection Summary
Area Type: Other

Cycle Length: 60

Actuated Cycle Length: 35.6

Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

12: O'Connell Blvd & Barkeley Ave 9/20/2005
Maximum v/c Ratio: 0.43

Intersection Signal Delay: 6.9 Intersection LOS: A

Intersection Capacity Utilization 55.9% ICU Level of Service B

Analysis Period (min) 15

Splits and Phases: 12: O'Connell Blvd & Barkeley Ave
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

13: Ellis St & Barkeley Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations Ta i | s

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 16 12 12 14 12 12 12 12 12 14 12

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 0 2003 0 0 1951 0 0 0 0 0 3686 0

FIt Permitted 0.877 0.996

Satd. Flow (perm) 0 2003 0 0 1743 0 0 0 0 0 3666 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 44 35

Link Speed (mph) 30 30 30 30

Link Distance (ft) 1756 747 1718 1020

Travel Time (s) 39.9 17.0 39.0 23.2

Volume (vph) 0 23 17 13 18 0 0 0 0 13 310 21

Confl. Peds. (#/hr) 4 4 87 32

Peak Hour Factor 1.00 032 039 054 045 1.00 1.00 100 100 0.36 0.79 0.44

Lane Group Flow (vph) 0 116 0 0 64 0 0 0 0 0 476 0

Turn Type Perm Perm

Protected Phases 4 8 6

Permitted Phases 8 6

Total Split (s) 0.0 20.0 0.0 20.0 20.0 0.0 0.0 0.0 0.0 40.0 40.0 0.0

Act Effct Green (s) 8.8 8.8 111

Actuated g/C Ratio 0.32 0.32 0.40

v/c Ratio 0.18 0.12 0.32

Control Delay 5.8 7.8 6.1

Queue Delay 0.0 0.0 0.0

Total Delay 5.8 7.8 6.1

LOS A A A

Approach Delay 5.9 7.8 6.1

Approach LOS A A A

Queue Length 50th (ft) 6 6 18

Queue Length 95th (ft) 5 10 33

Internal Link Dist (ft) 1676 667 1638 940

Turn Bay Length (ft)

Base Capacity (vph) 938 795 2512

Starvation Cap Reductn 0 0 0

Spillback Cap Reductn 0 0 0

Storage Cap Reductn 0 0 0

Reduced v/c Ratio 0.12 0.08 0.19

Intersection Summary

Area Type: Other

Cycle Length: 60
Actuated Cycle Length: 27.9

Control Type: Semi Act-Uncoord

Maximum v/c Ratio: 0.32
Intersection Signal Delay: 6.2

Intersection LOS: A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report

T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM
13: Ellis St & Barkeley Ave 9/20/2005

Intersection Capacity Utilization 27.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:  13: Ellis St & Barkeley Ave
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

14: Nelson Blvd & Barkeley Ave

9/20/2005

A ey ¢ ANt 2 M4
Lane Group EBL EBT WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations Ta i | s
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 16 12 14 12 12 12 12 12 14 12
Turning Speed (mph) 15 15 9 15 9 15 9
Satd. Flow (prot) 0 1921 0 1975 0 0 0 0 0 3662 0
FIt Permitted 0.994 0.996
Satd. Flow (perm) 0 1921 0 1975 0 0 0 0 0 3662 0
Link Speed (mph) 30 30 30 30
Link Distance (ft) 822 817 1163 1718
Travel Time (s) 18.7 18.6 26.4 39.0
Volume (vph) 0 37 10 64 0 0 0 0 26 245 56
Confl. Peds. (#/hr) 4 1 31
Peak Hour Factor 1.00 0.84 063 053 1.00 1.00 1.00 1.00 0.72 0.81 0.78
Lane Group Flow (vph) 0 132 0 137 0 0 0 0 0 410 0
Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 29.7%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report

T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

15: Barkeley Ave & Prussman Blvd 9/20/2005
aal VI BEF N N U S A A et

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations Fin 4 ul iy

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 14 12 12 12 12 12 14 12 12 14 12

Storage Length (ft) 0 0 0 0 0 140 0 0

Storage Lanes 0 0 0 0 0 1 0 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 0 3622 0 0 0 0 0 1987 1583 0 1969 0

FIt Permitted 0.996 0.951

Satd. Flow (perm) 0 3622 0 0 0 0 0 1987 1583 0 1890 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 70 132

Link Speed (mph) 30 30 30 30

Link Distance (ft) 703 341 1725 835

Travel Time (s) 16.0 7.8 39.2 19.0

Volume (vph) 28 222 78 0 0 0 0 58 79 9 96 0

Confl. Peds. (#/hr) 3

Peak Hour Factor 0.70 062 0.72 1.00 1.00 100 1.00 060 060 0.38 0.86 1.00

Lane Group Flow (vph) 0 506 0 0 0 0 0 97 132 0 136 0

Turn Type Perm Perm Perm

Protected Phases 6 4 8

Permitted Phases 6 4 8

Total Split (s) 31.0 31.0 0.0 0.0 0.0 0.0 0.0 310 310 31.0 31.0 0.0

Act Effct Green (s) 11.5 9.6 9.6 9.6

Actuated g/C Ratio 0.39 0.33 0.33 0.33

v/c Ratio 0.34 0.15 0.22 0.22

Control Delay 6.2 8.0 3.1 8.5

Queue Delay 0.0 0.0 0.0 0.0

Total Delay 6.2 8.0 3.1 8.5

LOS A A A A

Approach Delay 6.2 52 8.5

Approach LOS A A A

Queue Length 50th (ft) 20 9 0 13

Queue Length 95th (ft) 27 19 7 37

Internal Link Dist (ft) 623 261 1645 755

Turn Bay Length (ft) 140

Base Capacity (vph) 2221 1154 975 1098

Starvation Cap Reductn 0 0 0 0

Spillback Cap Reductn 0 0 0 0

Storage Cap Reductn 0 0 0 0

Reduced v/c Ratio 0.23 0.08 0.14 0.12

Intersection Summary

Area Type: Other

Cycle Length: 62
Actuated Cycle Length: 29.2
Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

15: Barkeley Ave & Prussman Blvd 9/20/2005
Maximum v/c Ratio: 0.34
Intersection Signal Delay: 6.3 Intersection LOS: A
Intersection Capacity Utilization 30.4% ICU Level of Service A
Analysis Period (min) 15
Splits and Phases:  15: Barkeley Ave & Prussman Blvd
/"r a4
Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM
16: Barkeley Ave & Khe Sanh St

9/20/2005

i "N NN N R

X o~ L ¥ w

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR
Lane Configurations s Ta i |

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 14 12 12 12 12 12 14 12 12 14 12
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 3652 0 0 0 0 0 1907 0 0 1959 0
FIt Permitted 0.987 0.986

Satd. Flow (perm) 0 3652 0 0 0 0 0 1907 0 0 1959 0
Link Speed (mph) 30 30 30 30

Link Distance (ft) 2681 1678 547 999

Travel Time (s) 60.9 38.1 12.4 22.7
Volume (vph) 37 116 20 0 0 0 0 18 5 8 27 0
Confl. Peds. (#/hr) 3 22 9 9

Peak Hour Factor 066 091 071 100 100 100 1.00 064 042 050 0.68 1.00
Lane Group Flow (vph) 0 211 0 0 0 0 0 40 0 0 56 0
Sign Control Free Free Stop Stop
Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 24.5% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

17: Barkeley Ave & Titus Blvd 9/20/2005
aal VI BEF N N U S A A et

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations s Ta i |

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 14 12 12 12 12 12 14 12 12 14 12

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 0 3645 0 0 0 0 0 1808 0 0 1973 0

FIt Permitted 0.996 0.968

Satd. Flow (perm) 0 3644 0 0 0 0 0 1808 0 0 1923 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 24 64

Link Speed (mph) 30 30 40 40

Link Distance (ft) 1678 2665 1102 998

Travel Time (s) 38.1 60.6 18.8 17.0

Volume (vph) 10 82 20 0 0 0 0 18 38 9 88 0

Confl. Peds. (#/hr) 1 5

Peak Hour Factor 083 082 083 1.00 1.00 100 1.00 056 059 056 0.87 1.00

Lane Group Flow (vph) 0 136 0 0 0 0 0 96 0 0o 117 0

Turn Type Perm Perm

Protected Phases 6 4 8

Permitted Phases 6 8

Total Split (s) 29.0 29.0 0.0 0.0 0.0 0.0 0.0 43.0 0.0 43.0 43.0 0.0

Act Effct Green (s) 8.4 10.1 10.1

Actuated g/C Ratio 0.32 0.38 0.38

v/c Ratio 0.12 0.13 0.16

Control Delay 5.8 3.3 6.2

Queue Delay 0.0 0.0 0.0

Total Delay 5.8 3.3 6.2

LOS A A A

Approach Delay 58 3.3 6.2

Approach LOS A A A

Queue Length 50th (ft) 5 2 9

Queue Length 95th (ft) 11 6 22

Internal Link Dist (ft) 1598 2585 1022 918

Turn Bay Length (ft)

Base Capacity (vph) 2122 1292 1354

Starvation Cap Reductn 0 0 0

Spillback Cap Reductn 0 0 0

Storage Cap Reductn 0 0 0

Reduced v/c Ratio 0.06 0.07 0.09

Intersection Summary

Area Type: Other

Cycle Length: 72
Actuated Cycle Length: 26.5

Control Type: Actuated-Uncoordinated

Maximum v/c Ratio: 0.16
Intersection Signal Delay: 5.2

Intersection LOS: A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7

Gannett Fleming, Inc.

Synchro 6 Report



2005 Existing AM
17: Barkeley Ave & Titus Blvd 9/20/2005

Intersection Capacity Utilization 24.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases: 17: Barkeley Ave & Titus Blvd

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

18: Barkeley Ave & Specker Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations % Ts s Ts iy

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 13 12 12 12 12 12 12 12 12 12 12

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1770 1636 0 0 1724 0 0 1848 0 0 1863 0

FIt Permitted 0.759 0.823 0.999

Satd. Flow (perm) 1411 1636 0 0 1472 0 0 1848 0 0 1861 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 180 4 6

Link Speed (mph) 30 30 30 30

Link Distance (ft) 1423 460 262 751

Travel Time (s) 32.3 10.5 6.0 171

Volume (vph) 98 0 39 6 0 2 0 129 6 2 531 0

Confl. Peds. (#/hr) 2 2

Peak Hour Factor 0.70 100 0.65 050 1.00 050 1.00 0.72 050 0.50 0.87 1.00

Lane Group Flow (vph) 140 60 0 0 16 0 0 191 0 0 614 0

Turn Type pm+pt Perm Perm

Protected Phases 7 4 8 2 6

Permitted Phases 4 8 6

Total Split (s) 18.0 35.0 0.0 18.0 18.0 0.0 0.0 36.0 0.0 36.0 36.0 0.0

Act Effct Green (s) 241 241 8.6 24.6 24.6

Actuated g/C Ratio 042 042 0.15 0.43 0.43

v/c Ratio 0.21 0.08 0.07 0.24 0.76

Control Delay 13.1 0.2 22.8 10.7 20.9

Queue Delay 0.0 0.0 0.0 0.0 0.0

Total Delay 13.1 0.2 22.8 10.7 20.9

LOS B A C B C

Approach Delay 9.2 22.8 10.7 20.9

Approach LOS A C B C

Queue Length 50th (ft) 30 0 4 36 163

Queue Length 95th (ft) 52 0 20 60 284

Internal Link Dist (ft) 1343 380 182 671

Turn Bay Length (ft)

Base Capacity (vph) 651 905 341 931 935

Starvation Cap Reductn 0 0 0 0 0

Spillback Cap Reductn 0 0 0 0 0

Storage Cap Reductn 0 0 0 0 0

Reduced v/c Ratio 0.22 0.07 0.05 0.21 0.66

Intersection Summary

Area Type: Other
Cycle Length: 72
Actuated Cycle Length: 56.9

Control Type: Actuated-Uncoordinated

Maximum v/c Ratio: 0.76
Intersection Signal Delay: 16.7

Intersection LOS: B

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM
18: Barkeley Ave & Specker Ave 9/20/2005

Intersection Capacity Utilization 44.5% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:  18: Barkeley Ave & Specker Ave

TEIE - a4

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

19: O'Connell Blvd & Magrath Ave

9/20/2005

A ey ¢ ANt 2 M4
Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations N 4 4 ul LI ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 10 14 12 12 12 12 11 10 11 12 12 12
Storage Length (ft) 120 0 0 168 156 156 0 0
Storage Lanes 1 0 0 1 1 1 0 0
Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0
Leading Detector (ft) 50 50 50 50 50 50 50
Trailing Detector (ft) 0 0 0 0 0 0 0
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 3204 1987 0 0 1863 1583 1711 3303 1531 0 0 0
FIt Permitted 0.950 0.950
Satd. Flow (perm) 3120 1987 0 0 1863 1537 1711 3303 1497 0 0 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 16 20
Link Speed (mph) 30 30 30 30
Link Distance (ft) 737 402 977 1111
Travel Time (s) 16.8 9.1 22.2 25.3
Volume (vph) 129 277 0 0 74 9 21 51 9 0 0 0
Confl. Peds. (#/hr) 11 11 2
Peak Hour Factor 081 066 025 100 080 056 044 034 045 1.00 1.00 1.00
Lane Group Flow (vph) 159 420 0 0 92 16 48 150 20 0 0 0
Turn Type Prot Perm Perm Perm
Protected Phases 7 4 8 2
Permitted Phases 8 2 2
Total Split (s) 30.0 30.0 0.0 0.0 300 300 81.0 81.0 81.0 0.0 0.0 0.0
Act Effct Green (s) 17.0 33.5 125 125 320 32.0 320
Actuated g/C Ratio 0.23 0.46 0.17 017 044 044 044
v/c Ratio 0.21 0.46 029 0.06 0.06 0.10 0.03
Control Delay 240 159 294 132 127 127 5.9
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 240 159 294 132 127 127 5.9
LOS C B C B B B A
Approach Delay 18.1 27.0 12.1
Approach LOS B C B
Queue Length 50th (ft) 29 126 37 0 12 20 0
Queue Length 95th (ft) 49 130 67 7 15 13 3
Internal Link Dist (ft) 657 322 897 1031
Turn Bay Length (ft) 120 168 156 156
Base Capacity (vph) 1010 1159 557 471 1112 2146 980
Starvation Cap Reductn 0 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0 0
Reduced v/c Ratio 0.16 0.36 0.17 0.03 0.04 0.07 0.02

Intersection Summary

Area Type: Other
Cycle Length: 141
Actuated Cycle Length: 73.5

Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

19: O'Connell Blvd & Magrath Ave 9/20/2005
Maximum v/c Ratio: 0.46

Intersection Signal Delay: 17.7 Intersection LOS: B

Intersection Capacity Utilization 56.7% ICU Level of Service B

Analysis Period (min) 15

Splits and Phases: 19: O'Connell Blvd & Magrath Ave
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

20: Ellis St & Magrath Ave 9/20/2005
NN

Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations % 44

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 14 12 12 16 12 12

Turning Speed (mph) 15 9 15 9

Satd. Flow (prot) 1888 0 0 3975 0 0

FIt Permitted 0.950 0.991

Satd. Flow (perm) 1888 0 0 3975 0 0

Link Speed (mph) 30 30 30

Link Distance (ft) 747 1675 977

Travel Time (s) 17.0 381 222

Volume (vph) 54 0 15 87 0 0

Peak Hour Factor 048 100 063 081 1.00 1.00

Lane Group Flow (vph) 112 0 0 131 0 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 13.3%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

21: Magrath Ave & Nelson Blvd

9/20/2005

n t .l J ) oA ¢ ¥ Y
Lane Group NBL NBT SBL SBT SBR NEL NET NER SWL SWT SWR
Lane Configurations s i | Ta
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 16 12 12 12 12 15 12 12 13 12
Turning Speed (mph) 15 15 9 15 9 15 9
Satd. Flow (prot) 0 3959 0 0 0 0 1955 0 0 1794 0
FIt Permitted 0.989 0.954
Satd. Flow (perm) 0 3959 0 0 0 0 1955 0 0 1794 0
Link Speed (mph) 30 30 30 30
Link Distance (ft) 616 1675 817 809
Travel Time (s) 14.0 38.1 18.6 18.4
Volume (vph) 23 96 0 0 0 44 2 0 0 3 3
Confl. Peds. (#/hr) 1
Peak Hour Factor 0.58 0.69 092 100 1.00 0.61 092 1.00 092 092 0.92
Lane Group Flow (vph) 0 182 0 0 0 0 74 0 0 6 0
Sign Control Free Free Stop Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 19.3%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

22: Magrath Ave & Prussman Blvd 9/20/2005
aal VI BEF N N U S A A et

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations 44 ul iy Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 12 12 12 12 12 12 14 12 12 13 12

Grade (%) 0% 0% 0% -1%

Storage Length (ft) 0 0 0 178 0 0 0 0

Storage Lanes 0 0 0 1 0 0 0 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 0 0 0 0 3497 1583 0 1909 0 0 1859 0

FIt Permitted 0.988 0.747

Satd. Flow (perm) 0 0 0 0 3496 1583 0 1484 0 0 1859 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 4 8

Link Speed (mph) 30 30 30 30

Link Distance (ft) 1120 1792 835 710

Travel Time (s) 25.5 40.7 19.0 16.1

Volume (vph) 0 0 0 27 82 2 93 12 0 0 9 3

Confl. Peds. (#/hr) 1

Peak Hour Factor 1.00 1.00 1.00 084 079 050 0.89 050 100 1.00 045 0.38

Lane Group Flow (vph) 0 0 0 0 136 4 0 128 0 0 28 0

Turn Type Perm Perm Perm

Protected Phases 2 4 8

Permitted Phases 2 2 4

Total Split (s) 0.0 0.0 00 710 710 71.0 250 250 0.0 0.0 25.0 0.0

Act Effct Green (s) 221 221 10.9 10.9

Actuated g/C Ratio 0.54 0.54 0.27 0.27

v/c Ratio 0.07 0.00 0.32 0.06

Control Delay 5.4 4.0 14.3 9.3

Queue Delay 0.0 0.0 0.0 0.0

Total Delay 5.4 4.0 14.3 9.3

LOS A A B A

Approach Delay 5.3 14.3 9.3

Approach LOS A B A

Queue Length 50th (ft) 6 0 23 3

Queue Length 95th (ft) 15 2 28 7

Internal Link Dist (ft) 1040 1712 755 630

Turn Bay Length (ft) 178

Base Capacity (vph) 2726 1235 611 770

Starvation Cap Reductn 0 0 0 0

Spillback Cap Reductn 0 0 0 0

Storage Cap Reductn 0 0 0 0

Reduced v/c Ratio 0.05 0.00 0.21 0.04

Intersection Summary

Area Type: Other

Cycle Length: 96
Actuated Cycle Length: 41

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM
22: Magrath Ave & Prussman Blvd 9/20/2005

Control Type: Actuated-Uncoordinated
Maximum v/c Ratio: 0.32
Intersection Signal Delay: 9.6 Intersection LOS: A

Intersection Capacity Utilization 35.8% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases: 22: Magrath Ave & Prussman Blvd
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

23: Magrath Ave & Khe Sanh St

9/20/2005

aal VI BEF N N U S A A et
Lane Group SEL SET NWL NWT NWR NEL NET NER SWL SWT SWR
Lane Configurations 44 %
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 16 12 14 12 12 12 12 12
Turning Speed (mph) 15 15 9 15 9 15 9
Satd. Flow (prot) 0 0 0 3907 0 1888 0 0 0 0 0
FIt Permitted 0.974 0.950
Satd. Flow (perm) 0 0 0 3907 0 1888 0 0 0 0 0
Link Speed (mph) 30 30 30 30
Link Distance (ft) 1448 990 999 359
Travel Time (s) 32.9 22.5 22.7 8.2
Volume (vph) 0 0 56 79 0 19 0 0 0 0 0
Peak Hour Factor 0.92 0.92 034 053 092 053 092 092 092 092 0.92
Lane Group Flow (vph) 0 0 0 314 0 36 0 0 0 0 0
Sign Control Free Free Stop Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 13.8%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

24: Magrath Ave & Titus Blvd

9/20/2005

hlR R BN N A R A U A

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR
Lane Configurations 44 %

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 12 16 12 14 12 12 12 12 12
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 0 0 0 3983 0 1888 0 0 0 0 0
FIt Permitted 0.993 0.950

Satd. Flow (perm) 0 0 0 0 3983 0 1888 0 0 0 0 0
Link Speed (mph) 30 30 40 40

Link Distance (ft) 609 2171 998 592

Travel Time (s) 13.8 49.3 17.0 10.1
Volume (vph) 0 0 0 17 102 0 38 0 0 0 0 0
Peak Hour Factor 1.00 1.00 100 0.71 0.75 1.00 0.73 100 1.00 1.00 1.00 1.00
Lane Group Flow (vph) 0 0 0 0 160 0 52 0 0 0 0 0
Sign Control Free Free Stop Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 13.3%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc.
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2005 Existing AM

25: Magrath Ave & Specker Ave 9/20/2005
A ey ¢ ANt 2 M4

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations % Ts iy ul iy ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 12 13 12 12 12 15 12 12 13
Storage Length (ft) 0 0 125 0 0 45 0 125
Storage Lanes 0 0 1 0 0 1 0 1
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 0 0 1770 1877 0 0 1770 1742 0 1770 1636
FIt Permitted 0.950 0.950 0.950

Satd. Flow (perm) 0 0 0 1770 1877 0 0 1770 1742 0 1770 1636
Link Speed (mph) 30 30 30 30

Link Distance (ft) 2281 1455 751 582

Travel Time (s) 51.8 33.1 171 13.2

Volume (vph) 0 0 0 481 15 3 1 0 194 2 0 1
Peak Hour Factor 1.00 1.00 1.00 0.87 025 025 025 100 0.73 0.25 1.00 0.25
Lane Group Flow (vph) 0 0 0 553 72 0 0 4 266 0 8 4
Sign Control Free Free Stop Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 36.6%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

28: Sheridan Ave & Prussman Blvd 9/20/2005
aal VI BEF N N U S A A et

Lane Group SEL SET SER NWL NWT NWR NEL NET NER SWL SWT SWR

Lane Configurations % Ts % 4 ul % Ts % Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900

Lane Width (ft) 11 12 12 12 12 12 11 12 12 11 12 12

Storage Length (ft) 175 0 150 150 85 0 150 0

Storage Lanes 1 0 1 1 1 0 1 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0 0 0 0 0

Turning Speed (mph) 15 9 15 9 15 9 15 9

Satd. Flow (prot) 1711 1824 0 1770 1863 1583 1711 1767 0 1711 1776 0

FIt Permitted 0.713 0.547 0.663 0.643

Satd. Flow (perm) 1277 1824 0 1019 1863 1544 1192 1767 0 1154 1776 0

Right Turn on Red Yes Yes Yes Yes

Satd. Flow (RTOR) 4 217 12 19

Link Speed (mph) 30 30 30 30

Link Distance (ft) 795 465 364 913

Travel Time (s) 18.1 10.6 8.3 20.8

Volume (vph) 26 25 4 8 40 178 1 28 14 203 77 32

Confl. Peds. (#/hr) 2 2 1 5 5 1

Peak Hour Factor 0.72 052 050 040 059 082 025 070 088 0.86 0.71 0.80

Lane Group Flow (vph) 36 56 0 20 68 217 4 56 0 236 148 0

Turn Type pm+pt pm+pt Perm pm+pt pm+pt

Protected Phases 1 6 5 2 7 4 3 8

Permitted Phases 6 2 2 4 8

Total Split (s) 16.0 18.0 0.0 320 180 18.0 16.0 37.0 0.0 620 37.0 0.0

Act Effct Green (s) 16.0 9.4 229 129 129 18.0 12.0 32.0 220

Actuated g/C Ratio 0.25 0.15 036 0.20 0.20 0.28 0.19 0.50 0.35

v/c Ratio 0.10 0.20 0.04 018 045 0.01 0.16 0.33 0.24

Control Delay 13.8 242 129 225 7.0 10.0 199 10.8 144

Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Total Delay 13.8 242 129 225 7.0 100 199 10.8 144

LOS B C B C A A B B B

Approach Delay 20.1 10.9 19.2 12.2

Approach LOS C B B B

Queue Length 50th (ft) 9 18 5 22 0 1 14 48 34

Queue Length 95th (ft) 19 25 7 33 37 1 32 89 56

Internal Link Dist (ft) 715 385 284 833

Turn Bay Length (ft) 175 150 150 85 150

Base Capacity (vph) 473 379 608 694 711 501 698 941 1171

Starvation Cap Reductn 0 0 0 0 0 0 0 0 0

Spillback Cap Reductn 0 0 0 0 0 0 0 0 0

Storage Cap Reductn 0 0 0 0 0 0 0 0 0

Reduced v/c Ratio 0.08 0.15 0.03 0.10 0.31 0.01 0.08 0.25 0.13

Intersection Summary

Area Type: Other

Cycle Length: 149
Actuated Cycle Length: 63.5

Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

28: Sheridan Ave & Prussman Blvd 9/20/2005
Maximum v/c Ratio: 0.45

Intersection Signal Delay: 13.1 Intersection LOS: B

Intersection Capacity Utilization 35.5% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  28: Sheridan Ave & Prussman Blvd
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

29: Woodfill Rd & Sheridan Ave 9/20/2005
NN
Lane Group EBL EBR NBL NBT SBT SBR
Lane Configurations % ul iy 4 ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 11 12 12 13 12 14
Storage Length (ft) 100 0 0 220
Storage Lanes 1 1 0 1
Turning Speed (mph) 15 9 15 9
Satd. Flow (prot) 1711 1583 0 1906 1863 1689
FIt Permitted 0.950 0.990
Satd. Flow (perm) 1711 1583 0 1906 1863 1689
Link Speed (mph) 30 30 30
Link Distance (ft) 1512 191 1643
Travel Time (s) 34.4 43 37.3
Volume (vph) 28 19 41 169 198 48
Confl. Peds. (#/hr) 2 1 5 5
Peak Hour Factor 070 056 0.73 0.75 0.78 0.60
Lane Group Flow (vph) 40 34 0 281 254 80
Sign Control Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 35.7%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

32: Titus Blvd & Cochrane Circle 9/20/2005
- N ¢ TN

Lane Group EBT EBR WBL WBT NBL NBR

Lane Configurations 4 ul iy L

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 15 13 12 12 16 12

Storage Length (ft) 80 0 0 0

Storage Lanes 1 0 1 0

Turning Speed (mph) 9 15 15 9

Satd. Flow (prot) 2049 1636 0 1807 1837 0

FIt Permitted 0.970 0.997

Satd. Flow (perm) 2049 1636 0 1807 1837 0

Link Speed (mph) 40 40 30

Link Distance (ft) 1554 410 578

Travel Time (s) 26.5 70 13.1

Volume (vph) 91 24 230 130 3 46

Peak Hour Factor 084 075 086 0.77 0.75 0.72

Lane Group Flow (vph) 108 32 0 436 68 0

Sign Control Free Free Stop

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 36.2% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc.
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2005 Existing AM

33: Titus Blvd & Bad Toelz Rd 9/20/2005
— N ¢ T N

Lane Group EBT EBR WBL WBT NBL NBR

Lane Configurations 4 ul iy L

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 14 12 12 12 14 12

Storage Length (ft) 100 0 0 0

Storage Lanes 1 0 1 0

Total Lost Time (s) 4.0 4.0 4.0 4.0 4.0 4.0

Leading Detector (ft) 50 50 50 50 50

Trailing Detector (ft) 0 0 0 0 0

Turning Speed (mph) 9 15 15 9

Satd. Flow (prot) 1987 1583 0 1857 1872 0

FIt Permitted 0.987 0.956

Satd. Flow (perm) 1987 1583 0 1839 1872 0

Right Turn on Red Yes Yes

Satd. Flow (RTOR) 96 8

Link Speed (mph) 40 40 30

Link Distance (ft) 1235 1775 358

Travel Time (s) 21.1 30.3 8.1

Volume (vph) 82 67 10 247 59 6

Confl. Peds. (#/hr) 5

Peak Hour Factor 0.71 070 063 086 0.70 0.75

Lane Group Flow (vph) 115 96 0 303 92 0

Turn Type Perm Perm

Protected Phases 4 8 2

Permitted Phases 4 8

Total Split (s) 40.0 40.0 40.0 40.0 20.0 0.0

Act Effct Green (s) 12.3 123 12.3 9.0

Actuated g/C Ratio 042 042 042 0.31

v/c Ratio 0.14 0.13 0.40 0.16

Control Delay 5.8 2.2 7.8 8.4

Queue Delay 0.0 0.0 0.0 0.0

Total Delay 5.8 2.2 7.8 8.4

LOS A A A A

Approach Delay 4.2 7.8 8.4

Approach LOS A A A

Queue Length 50th (ft) 9 0 27 8

Queue Length 95th (ft) 20 7 61 23

Internal Link Dist (ft) 1155 1695 278

Turn Bay Length (ft) 100

Base Capacity (vph) 1351 1106 1250 832

Starvation Cap Reductn 0 0 0 0

Spillback Cap Reductn 0 0 0 0

Storage Cap Reductn 0 0 0 0

Reduced v/c Ratio 0.09 0.09 0.24 0.1

Intersection Summary

Area Type: Other
Cycle Length: 60
Actuated Cycle Length: 29.4

Control Type: Actuated-Uncoordinated

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

33: Titus Blvd & Bad Toelz Rd 9/20/2005
Maximum v/c Ratio: 0.40

Intersection Signal Delay: 6.6 Intersection LOS: A

Intersection Capacity Utilization 33.2% ICU Level of Service A

Analysis Period (min) 15

Splits and Phases:  33: Titus Blvd & Bad Toelz Rd
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Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

34: Titus Blvd & Brown Road 9/20/2005
T 2

Lane Group EBT EBR WBL WBT NBL NBR

Lane Configurations Ts iy L

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 15 12 12 15 11 12

Turning Speed (mph) 9 15 15 9

Satd. Flow (prot) 1988 0 0 2047 1691 0

FIt Permitted 0.999 0.960

Satd. Flow (perm) 1988 0 0 2047 1691 0

Link Speed (mph) 40 40 30

Link Distance (ft) 1775 854 2431

Travel Time (s) 30.3 146 55.3

Volume (vph) 69 15 4 256 12 1

Confl. Peds. (#/hr) 1 1 1

Peak Hour Factor 072 054 050 091 060 0.25

Lane Group Flow (vph) 124 0 0 289 24 0

Sign Control Free Free Stop

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 27.0% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
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2005 Existing AM

35: Butts Rd & Brown Road 9/20/2005
TR
Lane Group NBL NBT SBT SBR SEL SER
Lane Configurations iy Ts L
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 14 14 12 10 12
Grade (%) 0% -3% 0%
Turning Speed (mph) 15 9 15 9
Satd. Flow (prot) 0 1957 2017 0 1504 0
Flt Permitted 0.985
Satd. Flow (perm) 0 1957 2017 0 1504 0
Link Speed (mph) 40 40 30
Link Distance (ft) 241 1093 2431
Travel Time (s) 41 186 55.3
Volume (vph) 6 22 194 0 0 32
Confl. Peds. (#/hr) 10 10 9
Peak Hour Factor 050 0.79 081 1.00 1.00 0.62
Lane Group Flow (vph) 0 40 240 0 52 0
Sign Control Free Free Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 23.7%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

36: Mates Access & Butts Rd 9/20/2005
NN

Lane Group EBL EBR NBL NBT SBT SBR

Lane Configurations L iy Ts

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 13 12 12 14 13 12

Turning Speed (mph) 15 9 15 9

Satd. Flow (prot) 1779 0 0 1971 1886 0

FIt Permitted 0.968 0.992

Satd. Flow (perm) 1779 0 0 1971 1886 0

Link Speed (mph) 20 40 40

Link Distance (ft) 1269 306 3935

Travel Time (s) 43.3 52 67.1

Volume (vph) 2 1 6 34 117 21

Peak Hour Factor 080 080 080 080 0.80 0.80

Lane Group Flow (vph) 3 0 0 50 172 0

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 17.4% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc.
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2005 Existing AM

37: Wilderness Rd & Butts Rd

9/20/2005

A ey ¢ ANt 2 M4

Lane Group EBL EBT WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations Fi Y i | Ta

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Lane Width (ft) 12 12 12 12 12 12 13 12 12 13 12
Turning Speed (mph) 15 15 9 15 9 15 9
Satd. Flow (prot) 0 1740 0 0 0 0 1908 0 0 1879 0
FIt Permitted 0.962 0.991

Satd. Flow (perm) 0 1740 0 0 0 0 1908 0 0 1879 0
Link Speed (mph) 30 30 40 40

Link Distance (ft) 1095 441 611 6308

Travel Time (s) 24.9 10.0 10.4 107.5
Volume (vph) 18 0 0 0 0 7 33 0 0 114 24
Peak Hour Factor 0.80 0.92 092 092 092 080 080 092 092 0.80 0.80
Lane Group Flow (vph) 0 28 0 0 0 0 50 0 0 172 0
Sign Control Stop Stop Free Free

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 17.7%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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2005 Existing AM

38: Airfield Rd & Butts Rd 9/20/2005
D

Lane Group WBL WBR NBT NBR SBL SBT

Lane Configurations % ul Ts iy

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Turning Speed (mph) 15 9 9 15

Satd. Flow (prot) 1863 1583 1863 0 0 1786

Flt Permitted 0.959

Satd. Flow (perm) 1863 1583 1863 0 0 1786

Link Speed (mph) 15 40 40

Link Distance (ft) 1086 1767 2164

Travel Time (s) 49.4 30.1 36.9

Volume (vph) 0 16 16 0 70 17

Peak Hour Factor 1.00 044 050 1.00 045 0.61

Lane Group Flow (vph) 0 36 32 0 0 184

Sign Control Stop Free Free

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 14.8% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report

Gannett Fleming, Inc.
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2005 Existing AM

39: O'Connell Blvd & Minick Ave 9/20/2005
T 2

Lane Group EBT EBR WBL WBT NBL NBR

Lane Configurations Ts % 4 L

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 12 12 12 13 12 12

Storage Length (ft) 0 68 0 0

Storage Lanes 0 1 1 0

Turning Speed (mph) 9 15 15 9

Satd. Flow (prot) 1829 0 1770 1925 1744 0

FIt Permitted 0.950 0.962

Satd. Flow (perm) 1829 0 1770 1925 1744 0

Link Speed (mph) 30 30 30

Link Distance (ft) 402 815 1066

Travel Time (s) 9.1 185 24.2

Volume (vph) 138 15 7 66 11 2

Peak Hour Factor 0.78 054 044 0.72 069 0.50

Lane Group Flow (vph) 205 0 16 92 20 0

Sign Control Free Free Stop

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 18.2% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM
40: Minick Ave &

9/20/2005

L Y U R A " T S N

Lane Group NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Lane Configurations Fi Y Fi Y Fi Y Fi Y

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Turning Speed (mph) 15 9 15 9 15 9 15 9
Satd. Flow (prot) 0 1783 0 0 1778 0 0 1827 0 0 1675 0
FIt Permitted 0.991 0.976 0.994

Satd. Flow (perm) 0 1783 0 0 1778 0 0 1827 0 0 1675 0
Link Speed (mph) 30 30 30 30

Link Distance (ft) 809 454 903 733

Travel Time (s) 18.4 10.3 20.5 16.7
Volume (vph) 3 8 4 5 7 1 1 12 3 0 2 6
Peak Hour Factor 092 092 092 042 092 025 025 050 092 092 0.50 0.50
Lane Group Flow (vph) 0 16 0 0 24 0 0 31 0 0 16 0
Sign Control Free Free Stop Stop
Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 13.3% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Synchro 6 Report

Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

41: Minick Ave & Prussman Blvd 9/20/2005
N 2 o= XY o~

Lane Group SET SER NWL NWT NEL NER

Lane Configurations Ts iy L

Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900

Lane Width (ft) 14 12 12 14 13 12

Turning Speed (mph) 9 15 15 9

Satd. Flow (prot) 1909 0 0 1963 1779 0

FIt Permitted 0.988 0.968

Satd. Flow (perm) 1909 0 0 1963 1779 0

Link Speed (mph) 30 30 30

Link Distance (ft) 1274 1644 710

Travel Time (s) 29.0 374 16.1

Volume (vph) 18 7 1 10 5 4

Peak Hour Factor 045 044 025 083 0.31 0.50

Lane Group Flow (vph) 56 0 0 16 24 0

Sign Control Free Free Stop

Intersection Summary

Area Type: Other

Control Type: Unsignalized

Intersection Capacity Utilization 13.3% ICU Level of Service A

Analysis Period (min) 15

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak Synchro 6 Report
Gannett Fleming, Inc. T:\211\PROJECT\44449SDDC\FortCarson\Synchro\Existing\EX-AM.sy7



2005 Existing AM

42: Titus Blvd & Sheridan Ave 9/20/2005
A o N Y
Lane Group EBL EBT WBT WBR SBL SBR
Lane Configurations % 4 Ts % ul
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Lane Width (ft) 13 13 12 12 12 12
Storage Length (ft) 150 0 140 0
Storage Lanes 1 0 1 1
Turning Speed (mph) 15 9 15 9
Satd. Flow (prot) 1829 1925 1771 0 1770 1583
FIt Permitted 0.950 0.950
Satd. Flow (perm) 1829 1925 1771 0 1770 1583
Link Speed (mph) 40 40 30
Link Distance (ft) 415 1235 1797
Travel Time (s) 71 2141 40.8
Volume (vph) 72 87 188 106 69 162
Confl. Peds. (#/hr) 11 11
Peak Hour Factor 072 095 0.76 0.76 0.58 0.88
Lane Group Flow (vph) 100 92 386 0 119 184
Sign Control Stop Stop Stop

Intersection Summary

Area Type: Other
Control Type: Unsignalized

Intersection Capacity Utilization 34.6%

Analysis Period (min) 15

ICU Level of Service A

Fort Carson, Colorado 7/22/2005 2005 Existing Conditions AM Peak

Gannett Fleming, Inc.

Synchro 6 Report
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